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[bookmark: _Toc185657975][bookmark: _Toc471987991][bookmark: _Toc113521023]Introduction
[bookmark: _Toc185657976]This appendix supplements the U.S. Space Command U.S. Space Command (USSPACECOM) Combined Force Space Component Command (CFSCC) Standard Centralized Deconfliction and Capability Validation Plan dated June 16, 2017 (referred to as the Standard Plan) with specific information relating to the <<Owner, Laser, and/or Program Name>>. This is not a stand-alone document and approval of this appendix entails acceptance of the entire plan. **May be tailored if appropriate. **
Obsolete references in the Standard Plan to U.S. Strategic Command (USSTRATCOM) now apply to USSPACECOM; references to the Joint Force Component Command for Space (JFCC SPACE) now apply to the Combined Joint Force Space Component (CJFSC); and references to Vandenberg Air Force Base (AFB) now apply to Vandenberg Space Force Base (SFB). **May be tailored if appropriate. **
1.1 [bookmark: _Toc471987992][bookmark: _Toc113521024]Purpose & Scope.
[bookmark: _Toc185657977]No change to the Standard Plan section 1.1 , except for references stated above. **May be tailored if appropriate. ** 
[bookmark: _Toc471987993][bookmark: _Toc113521025]1.2 Background.
[bookmark: _Toc185657978]No change to the Standard Plan Section 1.2, except all DoD laser activities will be coordinated with Laser Clearinghouse (LCH) a unit within S4S-CJFSC a dual Service Component to United States Space Force and US Space Command (USSPACECOM), respectively. **May be tailored if appropriate. ** 
[bookmark: _Toc471987994][bookmark: _Toc113521026]1.3 Plan Maintenance.
[bookmark: _Toc185657979]No change to the Standard Plan Section 1.3. **May be tailored if appropriate. ** 
[bookmark: _Toc471988009][bookmark: _Toc113521027]Deconfliction Responsibilities
No change to the Standard Plan Section 2 except as noted below. **May be tailored if appropriate. ** 
2.1 U.S. Space Forces - Space
No change to the Standard Plan, Section 2.1 except for the name change to CJFSC. **May be tailored if appropriate. **
[bookmark: _Toc113521029]<<Laser Owner>>
No change to the Standard Plan, Section 2.2. Responsibilities listed under “Laser Owner/Operator” in the Standard Plan apply to <<Laser Owner>>. **May be tailored if appropriate. **
[bookmark: _Toc471987995][bookmark: _Toc113521030]General Description of Systems AND ORGANIZATIONS
[bookmark: _Toc185657980][bookmark: _Toc471987996][bookmark: _Toc113521031]3.1 Laser System Description.
<<summary description of system>>
**Short description of the organization, system, program, mission and laser. This section is typically at least several paragraphs long but should not generally need to exceed three pages. Include links and pictures as appropriate. **
	<<picture(s) as appropriate>>

	[bookmark: _Toc43965207]Figure A-1<<Picture Title>>


The selected parameters for the system laser(s) are given in the following table.
[bookmark: _Hlk89246511]**The Laser Parameters are classified for some systems. If this table is the only thing that would make the Appendix A classified, then it’s preferable to leave that information out and simply reference the Registration Form. **
[bookmark: _Toc43965197]Table A-1. <<System Name>> Laser Parameters.
	Laser Name
	Type
	Wavelength
	Power
	Deconfliction required?

	<<name>>
	<< 
CW or Pulsed >>
	<<x.xxx μm>> 
	<<xxx Watts (average)>> 
<<xxx Watts (peak pulse) if applicable>> 
	<<Yes or No>>

	<<name>>
	<< 
CW or Pulsed >>
	<<x.xxx μm>> 
	<<xxx Watts (average)>> 
<<xxx Watts (peak pulse) if applicable>> 
	<<Yes or No>>



The lasers listed in Table A-1 are registered with the LCH as of the time of document signature. The <<Laser Program Name>> program may use other lasers in the future which are not listed in Table A-1 provided they use the same centralized deconfliction process described in this document and the lasers are registered with the LCH.  Similarly, an update to this Plan is not required when the system is moved to a different operating location, so long as there is no change to the deconfliction process or capabilities.
[bookmark: _Hlk89246529]**Note, information for the table above should be available from the registration form. List all the applicable lasers. For Type, most lasers will be CW or Pulsed, but if some exotic type use whatever the laser was registered under. For Power, CW will only have average, but Pulsed lasers should list both average and peak pulse power. For Deconfliction Required, most lasers will be “Yes” but sometimes in a family of lasers there is a mode or a laser that is waived and this entry will be “No.” The only reason such a laser is still listed here in this table is for clarity and to reduce confusion since it is part of the family of lasers/modes. **
[bookmark: _Toc185657981][bookmark: _Toc471987997][bookmark: _Toc113521032]3.2 Laser Clearinghouse Overview.
[bookmark: _Toc185657982]No change to the Standard Plan “Laser Clearinghouse Overview” section. **May be tailored if appropriate. **
[bookmark: _Toc471987998][bookmark: _Toc113521033]Laser Deconfliction Planning Process
[bookmark: _Toc185657983]No change to the Standard Plan “Laser Deconfliction Planning Process” section. **May be tailored if appropriate. **
[bookmark: _Toc471987999][bookmark: _Toc113521034]Procedures for Centralized Deconfliction
**Section 5 provides detail on all the Tasks required for deconfliction. For ease of review the implementation verbiage from the Standard Plan are provided in green. The green content should be deleted, and the implementation block just include the statement “Per Standard Plan” if there is to be no change. But if necessary, follow “Per Standard Plan” with another line “Added” and then insert the supplemental clarifying, system-specific verbiage. In some rare cases it may be appropriate to change or delete the Standard Plan wording, in which case the implementation block statement would be “Standard Plan is changed to read” and the new wording added. **
**There are Tasks where the Standard Plan completely defers to the Appendix by stating “See Appendix A.” For these tasks “Added” is mandatory followed by supplemental clarifying, system-specific verbiage. **
[bookmark: _Toc185657984][bookmark: _Toc471988000][bookmark: _Toc113521035]5.1 Deconfliction Planning
The procedures of the Standard Plan “Deconfliction Planning” section apply without change except as added below and listed in Table A-2.
<<Summary of Deconfliction Planning for the specific laser system/program.>>
[bookmark: _Ref471993779][bookmark: _Toc471987984][bookmark: _Toc43965198]Table A-2. Deconfliction Planning Tasks.
	 Task
	OPR
	Description
	Implementation

	1.1
	<<Laser Owner>>
	Determine dates and times to be requested; identify lasers to be used and scenario.
	Per Standard Plan. Laser owner’s internal planning procedures. Submit Master Test and Operations Schedule inputs monthly per IER #1 in Table 5.
Added. MTOS will be submitted via email NLT the 15th of each month to laserclearinghouse@us.af.mil. <<Added or changed wording as required>>

	1.2
	<<Laser Owner>>
	Laser operations planning.
	Per Standard Plan. The targets will be identified by satellite identification numbers, stars, planets, or boxes/points in space or other means. Valid satellite targets must be on the LAL maintained by LCH or the laser owner must provide letters of permission from the satellite owner.
<<Added. Added or changed wording as required>>

	1.3
	<<Laser Owner>>
	Provide Program Request Message (PRM) to LCH.
	Per Standard Plan. The PRM includes data generated in Tasks 1.1-1.2 and conforms to formats specified in the DECON ICD. PRMs should be transferred via www.space-track.org, unless otherwise coordinated with LCH for alternate means. See IER #2 in Table 5.
Added. Upload the PRM file 72 96 hours prior to laser firing to  https://space-track.org/. Submit with consideration that the LCH will process them on Mondays, Wednesdays, and Fridays during normal daytime duty hours. The PRM will use the << state the method, e.g. Fixed Point-to-Fixed Field of View>> method. 

	1.4
	LCH
	Maintain Master Protect List (MPL).
	Per Standard Plan. LCH updates the MPL based on current satellite activity such as new launches and satellite decays.


[bookmark: _Toc185657985][bookmark: _Toc471988001]
[bookmark: _Toc113521036]5.2 Pre-Activity Deconfliction Activities.
The procedures of the Standard Plan section 5.2 and Table 2 apply without change except as added below and listed in Table A-3. 
The LCH will use DECON to prepare Program Approval Messages (PAMs) which identify firing windows that are open in time and pointing space. The PAMs will be <<state “posted to https://space-track.org/” or indicate alternate means agreed to by the LCH>>. <<Laser Owner>> personnel will download the PAMs and verify adequacy for laser operations.
<<Additional Pre-Activity information for the specific laser system/program as appropriate.>>
[bookmark: _Ref471994197][bookmark: _Toc471987985][bookmark: _Toc43965199]Table A-3. Pre-Activity Deconfliction Tasks.
	Task
	OPR
	Description
	Implementation

	2.1
	LCH
	Compute PAM based on PRM.
	Per Standard Plan. LCH will double-check the laser site location for correctness, paying specific attention to potential +/- and E/W Longitude errors. Open windows will be calculated using DECON. The MPL will be used as the satellite protect list with Deconfliction Susceptibility Sub-Routine. GP element sets will be used for ephemeris. A keep-out-cone (KOC) analysis will be performed to justify the KOC buffer to be used by DECON.
<<if appropriate, insert “Added. The keep-out cone (KOC) size will be based on analysis of laser system parameters. When satellite targeting is used, selected targets must be on the Lasing Authorized List (LAL).”>>

	2.2
	LCH
	Transmit PAM.
	Per Standard Plan. The PAM containing the safe firing windows will be downloaded from DECON, reviewed for security considerations, and posted to the space-track.org website or agreed upon method. See IER #3 in Table 5. The PAM will conform to the DECON ICD.
Added. The PAM will be <<state “posted to https://space-track.org/” or indicate alternate means agreed to by the LCH>>

	2.3
	<<Laser Owner>>
	Retrieve, verify and upload CDP data to the laser system. Determine if open windows are sufficient to support laser activity objectives.
	Per Standard Plan. The open windows will be compared with laser activity objectives to determine the adequacy of firing opportunities. If inadequate, dialogue with LCH will be initiated to identify alternatives.
<<Added. Added or changed wording as required>>


[bookmark: _Toc185657986][bookmark: _Toc471988002]
[bookmark: _Toc113521037]5.3 Real-Time Laser Operations.
The procedures of the Standard Plan “Real-Time Laser Operations” section apply without change except as added below and listed in Table A-4.
This section describes the fire control approach that ensures that <<Laser or Program Name>> lasers will only fire when authorized by <<Laser or Program Name>> personnel and only when the laser is pointed within the azimuth and elevation limits specified in the PAM with open time windows. 
<<Additional Laser Operations information for the specific laser system/program as appropriate.>>
[bookmark: _Ref471994987][bookmark: _Toc471987986][bookmark: _Toc43965200]Table A-4. Real-Time Laser Operations Tasks.
	Task
	OPR
	Description
	Implementation

	3.1
	<<laser>> Operator and/or System
	Disseminate and verify PAMs and supporting deconfliction data for operator and system use.
	Per Standard Plan. Open firing windows must be available to system operators.
<<Added. Added or changed wording as required>>

	3.2
	<<laser>> Operator
	Communication Check and Laser Status Report.
	Standard Plan changed to read: The Laser Status Report is a digital report (email) from the LO/O to the LCH that includes the contents listed in the Template/Checklist in the LCH Reports Handbook section 2.2.13. Submit email to laserclearinghouse@us.af.mil one hour prior to mission start. No response from LCH is required to proceed.
<<Added. Added or changed wording as required>>

	3.3
	LCH
	Space Event Notification.
	Per Standard Plan. When a space event occurs, the laser activity may be halted until clearance from LCH is received. Updated satellite ephemeris will be used to calculate new open windows and transmit them to the laser operator if necessary. See IER #5 in Table 5.
<<Added. Added or changed wording as required.>>

	3.4
	<<laser>> Operator and/or System
	Perform laser system processing of open windows to ensure a safe firing.
	Standard Plan References Appendix A. 
**It is mandatory to add description ** Added. <<description of how the system and personnel ensure lasers are fired only within open firing windows.>>

	3.5
	<<laser>> Operator and/or System
	Monitor laser beam and target position during engagement.
	Standard Plan References Appendix A. 
**It is mandatory to add description ** Added. <<description of how the system and personnel coordinate, maintain situational awareness, and ensure lasers are fired only within open spatial and temporal firing windows.>>

	3.5.1
	<<laser>> Operator and/or System
	Verify the correct satellite is being targeted. 
(Applicable to lasers that engage satellite targets)
	Standard Plan References Appendix A. 
**It is mandatory to add description ** Added. <<description of how the system and/or personnel verify the correct satellite is being targetted.>>

	3.6
	<<laser>> Operator and/or System
	Abort/terminate laser firing if laser exceeds deconfliction spatial or temporal parameters.
	Standard Plan References Appendix A. 
**It is mandatory to add description ** Added. <<description of how the system and/or personnel terminate firing if necessary.>>

	3.7
	<<laser>> Operator and/or System
	Record laser firing data for post analysis.
	Standard Plan References Appendix A. 
**It is mandatory to add description ** Added. <<description of how, or statement of commitment that “All data needed for the LASR will be recorded by the system.”>>

	3.8
	<<laser>> Operator and/or System
	Monitor status during engagement.
	Standard Plan References Appendix A. 
**It is mandatory to add description ** Added. <<description of how the system and personnel monitor laser and situational status during the engagement, to include the manner in which the Test Conductor has the ability to abort firing through manual (software and hardware) intervention. >>

	3.9
	<<laser>> Operator
	Quick Look Report.
	Standard Plan changed to read: The Quick Look Report is a digital report (email) from the LO/O to the LCH that includes the contents listed in the Template/Checklist in the LCH Reports Handbook section 2.2.15. Submit email to laserclearinghouse@us.af.mil within 15 minutes following mission completion. No response from LCH is required.
Added. <<added or changed wording as required>>

	3.10
	<<laser>> Operator
	Lasing Outside Authorized Parameters (LOAP) Notification.
	Per Standard Plan. In the event of a laser firing outside authorized parameters, the laser operator must verbally notify LCH within 15 minutes of discovery.
<<Added. Added or changed wording as required.>>


[bookmark: _Toc185657987][bookmark: _Toc471988003]
[bookmark: _Toc113521038]5.4 Space Event Notification.
[bookmark: _Toc185657988]No change to the Standard Plan Section 5.4. **May be tailored if appropriate. **
[bookmark: _Toc471988004][bookmark: _Toc113521039]5.5 Post-Activity Assessments and Reporting.
The procedures of the Standard Plan Section 5.5 and Table 4 apply without change except as added below and listed in Table A‑5.
Laser firing data are recorded as noted in Task 3.7 above. <<Laser or Program Name>> planning team members will check system logs for any laser firings outside authorized parameters. The data are retained for future deconfliction use and locally archived for at least one year. A Laser Activity Summary Report (LASR) will be created and submitted to the LCH upon request, or in response to an inadvertent firing.
[bookmark: _Ref471997539][bookmark: _Toc471987987][bookmark: _Toc43965201]Table A‑5. Post-Activity Assessments and Reporting Tasks.
	Task
	OPR
	Description
	Implementation

	4.1
	<<laser>> Owner/ Operator
	Download and archive post activity analysis data.
	Per Standard Plan. Transfer data recorded during the laser activity (Task 3.7) for post activity reports, as required. Archive the data for one year. See Appendix A.
Added. <<Additional description of how data is handled post-activity as required.>>

	4.2
	<<laser>> Owner/ Operator
	Send LOAP Report to LCH (if required).
	Per Standard Plan. Within 12 hours after a LOAP Notification is sent. See IER #8 in Table 5.
<<Added. Added or changed wording as required.>>

	4.3
	<<laser>> Owner/ Operator
	Compile post-activity analysis data and send LASR to LCH (if required).
	Per Standard Plan. Within 24 hours after a LOAP Notification or within 3 days if requested by LCH. (IER #9 in Table 5)
<<Added. Added or changed wording as required.>>



[bookmark: _Toc185657989][bookmark: _Toc471988005][bookmark: _Toc113521040]Communications Infrastructure
The procedures of the Standard Centralized Deconfliction and Capability Validation Plan “Communications Infrastructure” section apply with the following additions or updates.**May be tailored if appropriate. **
[bookmark: _Toc113521041]6.1 Communications Connectivity
 No change to the Standard Plan Section 6.a. “Communications Connectivity”.  **May be tailored if appropriate. **
[bookmark: _Toc113521042]6.2 LCH Contact Information
 The Standard Plan Section 6.b. “LCH Contact Information” is updated to reflect an office move, as follows: **May be tailored if appropriate. **
Position:	Laser Clearinghouse Operator
Address:	S4S S3/LCH
816 13th Street, Building 7000, Suite A217A
Vandenberg SFB, CA 93437
Unclassified Phone:	(805) 605-4736, DSN 275-4736
(805) 605-4763, DSN 275-4763
Secure Phone or Fax: 829-1001, 829-1008
E-mail: laserclearinghouse@us.af.mil   
SIPRNet: ussf.vandenberg.s4s.mbx.cspoc-lch@mail.smil.mil
Unclassified Phone: (805) 605-3514, DSN 275-3514
6.2.1 Combined Space Operations Center (CSpOC) Chief Current Operations (CCO)
Unclassified phone: (805) 605-6535 DSN 275-6535 or (805) 605-6539 DSN 275-6539
NOTE: The CSpOC does not generate deconfliction products. Only contact for emergency LCH notifications.

[bookmark: _Toc113521043]6.3 <<Laser Owner>> Contact Information
Primary contact information:
Name: <<name>>
Position: <<position or title>>
Address: <<organization, address, city, state, zip>>
Unclassified Phone: <<(xxx) xxx-xxxx
E-mail: <<xxx@yyy>>

Secondary contact information
Name: <<name>>
Position: <<position or title>>
Address: <<organization, address, city, state, zip>>
Unclassified Phone: <<(xxx) xxx-xxxx
E-mail: <<xxx@yyy>>

<<Additional Laser Owner contacts as appropriate>>
Name: <<name>>
Position: <<position or title>>
Address: <<organization, address, city, state, zip>>
Unclassified Phone: <<(xxx) xxx-xxxx
E-mail: <<xxx@yyy>>

[bookmark: _Toc185657990][bookmark: _Toc471988006][bookmark: _Toc113521044]Information Exchange Requirements
No change to the Standard Plan “Information Exchange Requirements” section. The LCH Reports Handbook[footnoteRef:2] defines the voice and text message formats and content. The Space Deconfliction System Interface Control Document[footnoteRef:3] specifies the format and content of the data messages. **May be tailored if appropriate. ** [2:  Laser Clearinghouse Reports Handbook, Change 10.1, March 10, 2025.]  [3:  USSTRATCOM JFCC SPACE, Space Deconfliction System, DM-06914-DECON-ICD-08-LP 22-1, 4 August 2023.] 

[bookmark: _Toc185657991][bookmark: _Toc471988007][bookmark: _Toc113521045]Deconfliction Capability Validation PROCESS
[bookmark: _Toc185657992][bookmark: _Toc471988008][bookmark: _Toc113521046]The procedures of the Standard Centralized Deconfliction and Capability Validation Plan “Deconfliction Capability Validation Process” section apply with the following additions or updates. **May be tailored if appropriate. **
8.1 Validation Criteria
Table A-6 below expands upon Table 6 of the Standard Plan “Validation Criteria” section.
The criteria listed in the Table must be satisfied to validate deconfliction capabilities. In the event of system modifications to deconfliction capabilities, the system will be re-tested to ensure these criteria remain valid. Previous documentation will be used to the maximum extent practicable.
[bookmark: _Ref471999784][bookmark: _Toc471987988][bookmark: _Toc43965202]Table A-6. Validation Criteria.
	[bookmark: _Toc185657993]#
	Validation Criteria
	Validation Documentation
	OPR
	Date Due

	1
	LCH deconfliction capabilities identified in Section 4 have been satisfactorily tested.
	Per Standard Plan. 
	LCH
(Complete)
	4 weeks prior to E2E demo

	2
	<<Laser System>> deconfliction capabilities identified in this plan have been satisfactorily tested.
	Per Standard Plan. Laser system and software test reports. 
Added. Draft to be provided to the LCH at least 45 days prior to authorization need date. <<Added or changed wording as required.>>
	<<Laser Owner/Operator>>
	2 weeks prior to E2E

	3
	Verification of laser system parameters affecting the KOC size for open window computation. This includes laser positional uncertainty, laser beam divergence, boresight errors, laser system failure modes, refraction correction, etc.
	Per Standard Plan. Laser System Keep Out Cone (KOC) Analysis Document.
Added. Keep-Out Cone document with supporting analyses. Draft to be provided to the LCH at least 30 days prior to authorization need date. Document the technical analysis showing the pointing abilities and failure modes in a Keep-Out Cone half-angle. <<Added or changed wording as required.>>
	<<Laser Owner/Operator>>
	2 weeks prior to E2E

	4
	Deconfliction procedures have been developed, documented, and verified; and trained personnel are available.
	Per Standard Plan. Statement of Certification of Deconfliction Capabilities due prior to the end to end demonstration. See Appendix C for sample.
<<Added. Added or changed wording as required.>>
	<<Laser Owner/Operator>>
	1 week prior to E2E

	5
	DoD 3100.11 Compliance Statement whether the laser activity requires SECDEF approval.
	Per Standard Plan. Statement of Compliance with DoDI 3100.11. Due prior to the end to end demonstration if a DoD program. See Appendix D for sample.
<<Added. Added or changed wording as required.>>
	<< Govt Sponsor of laser activity >>
	1 week prior to E2E

	6
	Interfaces, interoperability and procedures between the LCH and the laser operator including information exchange requirements have been verified.
	Per Standard Plan. End-to-end demonstration of Deconfliction capabilities report. See Appendix B for the demonstration script. Criteria #1-5 (5 only if a DoD program) must be completed prior to end-to end demonstration.
<<Added. Added or changed wording as required.>>
	LCH and <<Laser Owner/Operator>>
	2 weeks prior to authorization







[bookmark: _Toc185658004][bookmark: _Toc471988016][bookmark: _Toc33865600][bookmark: _Toc185658001][bookmark: _Toc471988015]
[bookmark: _Toc113521047]Acronyms and Glossary
The Standard Plan “Glossary” section applies with the following additions. **Insert program specific acronyms and definitions. Delete those in green below unless prominent in this Appendix. **
Table A‑7. Acronyms and Glossary.
	Term
	Definition

	AFRL
	Air Force Research Laboratory

	Appendix A
	As referenced here, Appendix A to the Standard Plan is a laser specific appendix to this document. It contains a description of the laser program, mission objectives, typical scenarios, and the deconfliction process. Not to be confused with Appendix A to the Laser Registration which is a document that provides the LCH with detailed technical laser parameters for analysis.

	Centralized Deconfliction
	A means of deconfliction where the Laser Clearinghouse provides safe operating or “open” windows to the LO/O.

	CDP
	Centralized Deconfliction Process or Processing

	CJCSI
	Chairman of the Joint Chiefs of Staff Instruction

	COD
	Combat Operations Division

	CSpOC
	Combined Space Operations Center

	DDP 
	Decentralized Deconfliction Process or Processing

	DECON
	Space Deconfliction System. A tool used by the LCH for deconfliction analysis. DECON imports PRMs and generates PAMs. It assists in the analysis of laser emitters for categorization, management of protect lists, and generation of UPLs.

	Deconfliction
	Actions taken to ensure that planned activities do not inadvertently affect other satellites or their mission effectiveness. A process that involves the analytical and geometrical method used to: (1) ensure that laser illuminations do not impact upon the safe and effective operation of a satellite, (2) determine if a specific satellite may be inadvertently illuminated, and (3) make informed decisions on the safety of laser activities to, in, through, or from space, or aimed above the horizon.

	DOD
	Department of Defense 

	DODI
	Department of Defense Instruction

	DOD Laser Activity
	Any DOD-sponsored laser research, development, developmental test, operational test, evaluation, or exercise in which a laser is fired to, in, through or from space, or aimed above the horizon with the potential to affect satellites or humans inadvertently or adversely in space.

	E2E
	End-to-End. An E2E Demonstration is conducted as the final validation step prior to authorization of a laser activity.

	GP
	General Perturbation. An analysis approach for propagating satellites in time to generate ephemerides. GP is based on general orbital principles with the addition of perturbations unique to space near the earth. GP is based on TLEs and propagation tools maintained by USSPACECOM.

	ICD
	Interface Control Document

	IER
	Information Exchange Requirement

	Illumination
	A laser light incident on the surface of an intentional or unintentional target. (Reference: DODI 3100.11, Enclosure 1)

	JOC
	Joint Operations Center

	LASR
	Laser Activity Summary Report. A strictly formatted text document generated by the LO/O that provides the LCH detail on the time, location, and direction a laser was fired. It may be directly imported into DECON for post-mission analysis.

	LCH
	Laser Clearinghouse

	LOAP
	Lasing Outside Authorized Parameters. 

	LO/O
	Laser Owner and/or Operator

	MOA
	Memorandum of Agreement

	MPL
	Master Protect List

	MTOS
	Master Test and Operations Schedule

	NET
	No Earlier Than

	NLT
	No Later Than

	NumVal
	Numerical Validation. An independent assessment of computational algorithms. 

	Open Windows
	Times at which it is safe for lasers to fire if no conflict exists with satellites on the Master/Unique Protect List.

	PAM
	Program Approval Message. A strictly formatted text document output from DECON and the LCH that informs a LO/O when and where they may fire.

	PRM
	Program Request Message. A strictly formatted text document generated by the LO/O that informs the LCH when and where they wish to fire. It is directly imported into DECON to generate a corresponding PAM.
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